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General Specifications
LEVRE L™
Car Size: 20"W x 200 x 30"H
Finish: Durable lmPnIdH‘Cnﬂl LIGHT-DUTY HOME
Capacity: 100 Ibs. DUMBWAITER

Track: 6063-T6 Extruded Aluminum 3/16" thick
Controls: Automatic Operation, 24 VAC Call-Send Controls at each landing
Power Source: 115 VAC Circuit
Motor:  1/3 HP 90 VDC
Drive Cable: Galvanized Aircraft Cable - 1800 Ib. breaking strength
Speed: 20 fpm
Travel: L &' Mo
Car Weight: 200 Ibs.
Car Door: Biparting Vertical Sliding Door
Safety Devices: Limit Switches at each Stop
Final Limit Switch at Top
Mechanical Stop at Bottom
Slack Cable Brake and Switch
Car Door Switch
EMI Interocks for each hoistway door

Warranty: 2 years on parts, 5 years on drive train

Notes

Hoistway by others. Hoistway construction requirements may vary from
state to state. Dimensions given are Summit Lift's recommended
autharity to assure compliance with state and local codes.

Hoistway walls to be plumb and square.
Hoistway doors by others.
Machine access door by others.

Any alterations to equipment without written authorization
will void all warranties.

Ascent Model
As Manufactured for
integrity Group Cos., inc. by
Summit Lifts, Inc.
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LIGHT-DUTY HOME
DUMBWAITER

Car Dimensions: 20 x 20 x 30

25 %"
Filllished Hoistway |.D.

Enter Exit Same Side

NOTE: Check local codes for
2?‘"

- _ other requirements for electrical
Finished Hoistway 1.D. supply, permits, fire codes,

and other restrictions

Car Door

Door Sl =

INTEGRITY HOME LIFTS
Chicago & ME. Inos

) 0 Mawsukee & SE Wisconsin
\\‘ r.’ 4 4 Phoenix & AR Arizona

(hiegrity s Fresdonm | 1-800-321-3853

Ascent Model
As Manufactured for
Integrity Group Cos., Inc. by
Summit Lifts, Inc.
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LEVRE LD™
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- LIGHT-DUTY HOME

- DUMBWAITER

12" Switched Fluorescent —

/f l Acoess door located directly

under first leved landing door.
GFC1 Outlet (j;};
Typical Layout for
U A Hoistway & Electrical
Disconnect,
Disconnect Access.
Light switch
e
, e 8! ~ INTEGRITY HOME LIFTS
) 7 0 Chicago & MNE. Ihnois
¥ Miweukee £ SF Weconsin
’l‘ "'u‘ k .lni ) M ﬁ ” A-rimm
Hoistway Access Door : — (iegriy s Fievtonn | 1-800-321-3853
w/ Safety Switch Door latch with equip.
e room lockset,
Dumbwaiter Hoistwa
Lowest Level i Ascent Model
As Manufactured for

Integrity Group Cos., inc. by

Summit Lifts, Inc.



Joor to clear opening of door
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LEVRE LD™

LIGHT-DUTY HOME
DUMBWAITER

Cailing

Doors Described are Swing
Doors Provided by Others.

Doors must be single panel with
passage latch sets

MM

'I:.f_umhwaltnr Basement Landing
Door and Machine Access Door
Configuration

Landing Door
(Left-hand Shown)

Machine Access
Door

Landing Door CLEAR OPENING
To be the same width and height
of car.

Machine access door min of
20W x 24H but typically the
samg size as the landing door for
symmetry.

Machine access door must be
installed with janitor's closet lockset

NOTE: Rough-in Framing and Doors
Instalied AFTER Dumbwaiter Car
= Instalied In Hostway

DUMBWAITER
LANDING DOOR

CONFIGURATION AT OTHER

THAN LOWEST LANDING
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LEVRE LD™

LIGHT-DUTY HOME
DUMBWAITER
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Doors Described are Swing
Doors Provided by Others.

Doors must be single panel witl

passage latch sets
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Dumbwaiter Landing

Door Configuration

(From outside looking toward holstway .

Door shown appaars cantersd on
holstway but in fact may not be.)

Landing Door
{Left-hand Shown)

Landing Door CLEAR OPENING
To be the same width and height

of car.

Floor to clear opening of
sill. No minimum at other than
bottom landings.
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DUMBWAITER
LANDING DOOR
CONFIGURATION AT
LOWEST LANDING
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Hoistway lllustrations - Dumbwaiters
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ke EXAMPLE OF A ROUGH

FRAMED HOISTWAY
WITHOUT DRYWALL




